EURO-PS polyisethane

is the most
versatile and modular
system of

Thanks to the standard size
305 x 305mm — 1’'x1’ of all
screening and dewatering
modaules the installation,
maintenance and
replacement of the screen
deck becomes very easy.

is suitable to al
screening and dewatering
installations as the modules
are designed to offer the
highest efficiency and
performance.

Standard screen panels are
coupled by special models
that you can find listed in
the following page.
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www.eurogomma.com/RL

www.eurogomma.com/SF

www.eurogomma.com/WT

www.eurogomma.com/HER

Product image


https://www.eurogomma.com/documents/SUPA%20TOUGH%20BOY%20screening%20panels.pdf
https://www.eurogomma.com/documents/EURO-PS%20wavy%20top%20modular%20screens.pdf
https://www.eurogomma.com/documents/EURO-PS%20Roll-on%20modular%20screens.pdf
https://www.eurogomma.com/documents/HERCULES%20screening%20panels.pdf
https://www.eurogomma.com/documents/EURO-PS%20Superelastic%20Superflow%20polyurethane%20screen%20panels.pdf

Product image Link to product catalogue

www.eurogomma.com/RWB
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www.eurogomma.com/GFL

www.eurogomma.com/TR



https://www.eurogomma.com/documents/EURO-PS%20with%20rounded%20Weir%20bar.pdf
https://www.eurogomma.com/documents/GET%20flexy%20steel%20wire%20screening%20system.pdf
https://www.eurogomma.com/documents/Modular%20polyurethane%20screens%20for%20trommels.pdf

Via A. Vergan.9
24 127 Bergamo, Italy |
Tel.: +39 035 261 738

Fax.: +39 035 257 447 - www.eurogomma.com




