
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

                        screening system for cereal cleaning and separation 
    

 
 

 

 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

In many cereal  
cleaning and  
separation machines  
screen decks are made 
of a sandwich system made 
of wood and wire steel 
mesh 
with elastic rubber balls 
in the middle.  

The system is simple and light but  
it has some flaws: 
once the mesh is worn in any spot, all 
the system must be dismantled and 
the mesh replaced    

GETflexy offers a significative 
improvement in this sense. 
Let’s see it in detai in the next page… 
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24 127 Bergamo, Italy 
Tel.: +39 035 261 738 
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Polyurethane 

underconstruction 

Thanks to a double system made of a polyurethane underconstruction and  
modular screen panels the installation and deinstallation process becomes 
much faster and easier. 
 
The polyurethane underconstruction remains permanently 
installed in the machine. 
 
The screen panels get changed at 
need. 
  

The clamping profiles of the GET flexy screen panels get hammered into the slots of the underconstruction for installation and 
they are removed with a screwdriver to lift the clamping profiles of the screen panels out of the slots. 
As easy as it sounds ;) 

 
Polyurethane 

Screen panel with 
SS woven mesh 


