
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

          

 

 
Flip-flop screening is a great technology to guarantee productivity and efficiency. 
However several flip-flop decks are giving hassles to the users because of the screen mat installation concept. 
 
Please take a look at the picture below to see if you are meeting the same problems 
 
 
 

 

 

 

 

 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Straight bending 
of the screen mat 

increase the 
mechanical stress 

in the area 
Risk of flow 
leakage on 

bends where 
mechanical 

fastening is not 
given 

Nuts and caps 
are exposed to 

the wearing 
force of 

material flowing 

Nuts and 
caps hinder 

material flow  

Bolting system 
is time 

consuming both 
on screen mat 

installation and 
dismantling 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

          

 

GET flexy is the solution to all these problems. 
 
 
 

 

 

 

 

 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Screen mats smoothly bending 
on walls thanks to specific 
support bars 

No nuts, caps or any hindering 
piece on the deck surface 
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No mechanical intervention on the machine is required 
GET flexy is installable on Liwell ® screen, Trisomat ® screen, Liwell ® flip-flop 

screen, Trisomat ® flip-flop screen and equivalent flip-flop screens  

 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Release old screen 

panels and 
fasteners from the 

deck and install 
GET flexy 

www.eurogomma.com 
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